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Filter set, with wall bracket and 
first fillings, fully assembled 
Part Number: A000135

LAUDA DR. R. WOBSER GMBH & CO. KG
Laudaplatz 1 • 97922 Lauda-Königshofen • DE

T + 49 (0) 9343 503-0
info@lauda.de • www.lauda.de
WEEE-Reg-Nr.: DE 66 42 40 57

Kommanditgesellschaft: Sitz Lauda-Königshofen
Registergericht Mannheim • HRA 560069

Persönlich haftende Gesellschafterin:
LAUDA DR. R. WOBSER Verwaltungs-GmbH
Sitz Lauda-Königshofen
Registergericht Mannheim • HRB 560226

Geschäftsführer:
Dr. Gunther Wobser (Vors.), Dr. Mario Englert,
Dr. Marc Stricker
Beirat: Dr. Gerhard Wobser
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Features
Consisting of fine filter 1 µm, dechlorite filter and phosphate cartridge, with connecting 
sleeves, fully assembled
Recommended for water hardness from 4 °dH (0.72 mmol/l) to 15 °dH (2.69 mmol/l)
Complete with connections for pressure hose 1/2 inch (inner Ø 12.7 mm)
The filling of the pre-filter should be replaced every six months
The filling of the dechlorite filter should be replaced every six months
The filling of the phosphate cartridge should be replenished according to consumption

Technical Features  
Weight 6.9 kg
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